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designed to move vertically while occu-
pied. 

(c) An access ladder or equivalent 
safe access shall be provided. 

(d) All exposed surfaces shall be pre-
pared and cleared to prevent injury due 
to laceration, puncture, tripping, or 
falling hazard. 

(e) All scaffold design, construction, 
and repair shall be completed by com-
petent individuals trained and knowl-
edgeable about design criteria, in-
tended use, structural limitations, and 
procedures for proper repair. 

(f) Manually propelled mobile ladder 
stands and scaffolds shall conform to 
the following: 

(1) All manually propelled mobile 
ladder stands and scaffolds shall be ca-
pable of carrying the design load. 

(2) All ladder stands, scaffolds, and 
scaffold components shall be capable of 
supporting, without failure, displace-
ment, or settlement, its own weight 
and at least four times the maximum 
intended load applied or transmitted to 
that ladder stand, scaffold, or scaffold 
component. 

(3) All exposed surfaces shall be free 
from sharp edges or burrs. 

(4) The maximum work level height 
shall not exceed four times the min-
imum or least base dimensions of any 
mobile ladder stand or scaffold. Where 
the basic mobile unit does not meet 
this requirement, suitable outrigger 
frames shall be employed to achieve 
this least base dimension, or equiva-
lent provisions shall be made to guy or 
brace the unit against tipping. 

(5) The minimum platform width for 
any work level shall not be less than 20 
inches for mobile scaffolds (towers). 
Ladder stands shall have a minimum 
step width of 16 inches. The steps of 
ladder stands shall be fabricated from 
slip resistant treads. 

(6) Guardrails and midrails shall con-
form to the requirements listed in 
paragraph (a) of this section. 

(7) A climbing ladder or stairway 
shall be provided for proper access and 
egress, and shall be affixed or built into 
the scaffold and so located that in its 
use it will not have a tendency to tip 
the scaffold. 

(8) Wheels or casters shall be capable 
of supporting, without failure, at least 
four times the maximum intended load 

applied or transmitted to that compo-
nent. All scaffold casters shall be pro-
vided with a positive wheel and/or 
swivel lock to prevent movement. Lad-
der stands shall have at least two of 
the four casters and shall be of the 
swivel type. 

§ 214.111 Personal protective equip-
ment, generally. 

With the exception of foot protec-
tion, the railroad or railroad con-
tractor shall provide and the bridge 
worker shall use appropriate personal 
protective equipment described in this 
subpart in all operations where there is 
exposure to hazardous conditions, or 
where this subpart indicates the need 
for using such equipment to reduce the 
hazards to railroad bridge workers. The 
railroad or railroad contractor shall re-
quire the use of foot protection when 
the potential for foot injury exists. 

[67 FR 1908, Jan. 15, 2002] 

§ 214.113 Head protection. 

(a) Railroad bridge workers working 
in areas where there is a possible dan-
ger of head injury from impact, or from 
falling or flying objects, or from elec-
trical shock and burns, shall be pro-
vided and shall wear protective hel-
mets. 

(b) Helmets for the protection of rail-
road bridge workers against impact 
and penetration of falling and flying 
objects, or from high voltage electrical 
shock and burns shall conform to the 
national consensus standards for indus-
trial head protection (American Na-
tional Standards Institute, Z89.1–1986, 
Protective Headwear for Industrial 
Workers). This incorporation by ref-
erence was approved by the Director of 
the Federal Register in accordance 
with 5 U.S.C. 552(a) and 1 CFR part 51. 
Copies may be obtained from the Amer-
ican National Standards Institute, 25 
West 43rd Street, New York, NY 10036. 
Copies may be inspected at the Federal 
Railroad Administration, Docket 
Clerk, 1120 Vermont Avenue NW., 
Washington, DC, or at the National Ar-
chives and Records Administration 
(NARA). For information on the avail-
ability of this material at NARA, call 
202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
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codeloflfederallregulations/ 
ibrllocations.html. 

[67 FR 1908, Jan. 15, 2002] 

§ 214.115 Foot protection. 
(a) The railroad or railroad con-

tractor shall require railroad bridge 
workers to wear foot protection equip-
ment when potential foot injury may 
result from impact, falling or flying 
objects, electrical shock or burns, or 
other hazardous condition. 

(b) Safety-toe footwear for railroad 
bridge workers shall conform to the na-
tional consensus standards for safety- 
toe footwear (American National 
Standards Institute, American Na-
tional Standard Z41–1991, Standard for 
Personal Protection-Protective Foot-
wear). This incorporation by reference 
was approved by the Director of the 
Federal Register in accordance with 5 
U.S.C. 552(a) and 1 CFR part 51. Copies 
may be obtained from American Na-
tional Standards Institute, 25 West 43rd 
Street, New York, NY 10036. Copies 
may be inspected at the Federal Rail-
road Administration, Docket Clerk, 
1120 Vermont Avenue, Washington, DC, 
or at the National Archives and 
Records Administration (NARA). For 
information on the availability of this 
material at NARA, call 202–741–6030, or 
go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

[67 FR 1908, Jan. 15, 2002] 

§ 214.117 Eye and face protection. 
(a) Railroad bridge workers shall be 

provided and shall wear eye and face 
protection equipment when potential 
eye or face injury may result from 
physical, chemical, or radiant agents. 

(b) Eye and face protection equip-
ment required by this section shall 
conform to the national consensus 
standards for occupational and edu-
cational eye and face protection 
(American National Standards Insti-
tute, Z87.1–1989, Practice for Occupa-
tional and Educational Eye and Face 
Protection). This incorporation by ref-
erence was approved by the Director of 
the Federal Register in accordance 
with 5 U.S.C. 552(a) and 1 CFR part 51. 
Copies may be obtained from the Amer-

ican National Standards Institute, 25 
West 43rd Street, New York, NY 10036. 
Copies may be inspected at the Federal 
Railroad Administration, Docket 
Clerk, 1120 Vermont Avenue, Wash-
ington, DC, or at the National Archives 
and Records Administration (NARA). 
For information on the availability of 
this material at NARA, call 202–741– 
6030, or go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(c) Face and eye protection equip-
ment required by this section shall be 
kept clean and in good repair. Use of 
equipment with structural or optical 
defects is prohibited. 

(d) Railroad bridge workers whose vi-
sion requires the use of corrective 
lenses, when required by this section to 
wear eye protection, shall be protected 
by goggles or spectacles of one of the 
following types: 

(i) Spectacles whose protective lenses 
provide optical correction the, frame of 
which includes shielding against ob-
jects reaching the wearer’s eyes around 
the lenses; 

(ii) Goggles that can be worn over 
corrective lenses without disturbing 
the adjustment of the lenses; or 

(iii) Goggles that incorporate correc-
tive lenses mounted behind the protec-
tive lenses. 

[67 FR 1908, Jan. 15, 2002; 67 FR 11055, Mar. 12, 
2002] 

Subpart C—Roadway Worker 
Protection 

SOURCE: 61 FR 65976, Dec. 16, 1996, unless 
otherwise noted. 

§ 214.301 Purpose and scope. 
(a) The purpose of this subpart is to 

prevent accidents and casualties 
caused by moving railroad cars, loco-
motives or roadway maintenance ma-
chines striking roadway workers or 
roadway maintenance machines. 

(b) This subpart prescribes minimum 
safety standards for roadway workers. 
Each railroad and railroad contractor 
may prescribe additional or more strin-
gent operating rules, safety rules, and 
other special instructions that are con-
sistent with this subpart. 
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